SOHO CONTINGENCY SCRIPT F-01

CELIAS Emergency Power Off

(Micronet 516/SOHO Server/Operations/Instruments/CELIAS/CELIAS Emerg Off F-01

Version 3.0

Based on: 

Change Record:

0.
14 Feb 97  Created.

1.0 16 Jan 98  Updated.

2.0 30 May 01 Reformat to new standard, CR 1641, MOCR 01-0070, NJP

3.0
11 Jan 05
Changed contact information at end of script to just use titles instead of names.  HWB  CR 2023, MOCR 04-0119, OCD 1932.

Positions Required:
SA, CA (OE notification required prior to executing script)

Anomaly Indications:


TBD (Execution must be requested by CELIAS Experiment Team or SOC)

Loads:  None

Main Activities:

1. Power off CTOF, MTOF, STOF

2. Select and run appropriate power OFF procedure.

3. Turn ON substitution heaters.

4. Notify emergency contacts.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Power off CTOF, MTOF, STOF
	f_fl_alsen_of

	2
	FOT
	Determine if CELIAS is powered on the nominal (FSPWA = ON) or redundant (FSPWB = ON) side.  Run the appropriate procedure.

Power off DPU (CELIAS OFF) Nominal (Primary) side

Power off DPU (CELIAS OFF) Redundant side


	f_fl_pwrof_pr

f_fl_pwrof_rd

	3
	FOT
	Turn on CELIAS substitution heaters.

Nominal (Primary) heaters are 1,2,3, and A.  Redundant heaters are 4 and B.


	x_exp_off_svm

	4
	FOT
	Notify the appropriate CELIAS emergency contacts of Emergency Power Off completion:

CELIAS PI

CELIAS DPU Rep/Co-I

CELIAS Ops Coord

(Refer to CELIAS Emergency Contacts List for names and numbers)
	

	5
	
	
	

	6
	
	SCRIPT COMPLETE
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
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