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Version 2.0

Based on:  OCD#358

Change Record:

0.0 4 Feb 97
Created (MRR).

1.0 4 Jun 01
Reformated to new standards, CR# 1651,



MOCR# 01-0092, NJP.

2.0
19 Mar 10
Added disable of Std Mons 16 and 17 before LEB reset.




CR#2629, MOCR# 10-0020, OCD#2436.  NJP

Positions Required: FOT Console (OE notification required prior to execution of script)

Anomaly Indications:

ETE1 or ETE4 Red High Limit violation.

Loads:  None

Main Activities:

1. Notify LASCO/EIT Representative and OE.

2. Disable Std Mon channels 16 and 17.

3. RESET LEB.

Plots Required:  None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Notify LASCO/EIT Representative.

Notify OE of any additional actions requested by LASCO/EIT Representative prior to execution.
	

	2
	
	Bring up page I_HK_MON for TM monitoring. 
	

	3
	
	
	

	4
	
	Disable Standard Monitoring channels 16 and 17.
	k_monit_dis(16,17,y)

	5
	
	Execute procedure to reset LEB.
	l_fl_eit_rst

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	

SCRIPT COMPLETE
	

	10
	
	
	

	11
	
	
	

	12
	
	
	

	13
	
	
	

	14
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