

SOHO CONTINGENCY SCRIPT L-04

LASCO Electronics Box (LEB) Hung

(SOHO Server/Operations/Instruments/LASCO/LASCO/EIT CS L-04)

Version 1.0

Based on:  CR #1531, MOCR #00-0131. 

Change Record:

0.0
21 Jul 00
Creation.

0.1
31 Aug 00
Added note about the lack of anomaly indication in the 




telemetry seen by the FOT. 

0.2
5 Sep 00
Changed wording on line 1 to have FOT inform LASCO/EIT 




before starting the procedure to reset the LEB.  

1.0
19 Mar 10
Added disable of Std Mons 16 and 17 before LEB reset.




CR#2631, MOCR# 10-0022, OCD#2436.  NJP

Positions Required:
FOT Console (OE notification required as specified in script)

Anomaly Indications:

A request to perform this script must be received from the LASCO/EIT operations personnel or an OE.

NOTE: There will nominally be no indication of a problem with LASCO/EIT in the telemetry received by the FOT.

Loads:  None

Main Activities:

1. Disable Std Mon channels 16 and 17.

2. Reset LEB.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Notify LASCO/EIT the procedure l_fl_leb_rst is ready to be started.
	

	2
	
	
	

	3
	
	Disable Standard Monitoring channels 16 and 17.
	k_monit_dis(16,17,y)

	4
	
	Reset LASCO/EIT Electronics Box (LEB)
	l_fl_leb_rst

	5
	
	
	

	6
	
	Notify LASCO operations team of results of procedure.

Notify the OE as soon as the procedure completes, and inform them of any additional requests received from the PI.
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	SCRIPT COMPLETE
	

	12
	
	
	

	13
	
	
	

	14
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