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Based on:  OCD#2137

Change Record:

0.0
15 Nov 06 -
Created script per CR#2175, MOCR#06-0110, NJP.

Positions Required: SA, CA, OE, MDI Experiment Team representative

Anomaly Indications:

 
Unable to command or receive good telemetry from MDI

(Execution must be requested by MDI Experiment Team or SOC).

Loads: None
Main Activities:

1. Set COBS switchable channels for MDI TM/TC to redundant.

2. Configure MDI to redundant channels.

3. Verify MDI telemetry. 

4. Verify command link to MDI.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	
	Confirm MDI experiment team representative is ready to proceed.
	

	2
	
	
	

	3
	
	Execute procedure to switch MDI to redundant switchable channels:


-
Set COBS switchable channels for MDI TM/TC to redundant side.


-
Send nominal and redundant commands to configure MDI to use redundant TM/TC channels.


-
Verify with MDI experiment team that MDI telemetry is being received (both HK and SC).

-
Verify good command link to MDI instrument by sending dummy MDI command.


	m_fl_swch_chb

Calls:

k_set_exp_red(MDI)



	4
	
	
	

	5
	
	
	

	6
	
	SCRIPT COMPLETE
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
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