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UVCS Maneuver Safe

(SOHO Server/Operations/Instruments/UVCS/UVCS NS U-08)

Version 0.0

Change Record:

0.0 29 Mar 2010 - Created.  OCD#2455, CR#2634, MOCR#10-0026, NJP.

Positions Required:
OE 

Anomaly Indications:

N/A – Script is to be executed before all maneuvers with thruster firings.

Loads:  None. 

Main Activities:

1. Determine estimated fuel usage for upcoming maneuver

2. Run appropriate procedure to safe UVCS 

3. Ignore specified UVCS limit violations

4. Notify UVCS team which safing method was used

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	
	NOTE: Contact with UVCS experiment team not required prior to script execution.
	

	2
	
	
	

	3
	FOT
	Ignore all limit violations for the following UVCS mnemonics until UVCS post-maneuver recovery is complete (update procedure o_lim_sheet as required):

· UKMTLMCI

· UKMTOMCI

· UUMTLMCV

· UUMTOMCV
	

	4
	
	
	

	5
	
	IF estimated fuel usage is less than 100 g:

Run procedure to safe UVCS by turning off the detector high voltage.
	u_fl_hvoff 

	6
	
	OR
	

	7
	
	IF estimated fuel usage is equal to, 

or greater than, 100 g:

Trigger macro to execute UVCS Patrol Safing function.
	x_auto_cmd (“KNK19000, 0015”)

	8
	
	
	

	9
	
	Notify UVCS experiment team via email to specify which method was used to safe the instrument.
	

	10
	
	UVCS recovery will be performed via NRT.
	

	11
	
	
	

	12
	
	
	

	13
	
	SCRIPT COMPLETE
	

	14
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